
   

For more information, please visit us at: 

www.classDaudio.com 
email: info@classdaudio.com 

Class D Audio Power Amplifier 
 

500W X 2 or 1000W X 1 RMS Power 

Product Title 

¶ Stereo or Bridged Configuration 

¶ Power On / Off Switch 

¶ Power and Error LEDõs 

¶ Click & Pop Noise Reduction 

¶ Over Temperature Protection 

¶ Over / Under Voltage Protection 

¶ Over /  Under Current Protection 

¶ MOSFET DC Protection 

¶ Housekeeping Power Supplies  

¶ Small Size: 4.5ó X  4.25ó X 1.25ó 

Please take the time to carefully read and un-

derstand this users manual and be sure to pay 

close attention to the safety instructions and 

operating procedures.  

¶ Output:           500W X 2 - 4 Ohm, 250W X 2 - 8 Ohm             
¶ Bridged Output:           1000W X 1 - Bridged - 8 Ohm 
¶ THD+N, 1W - 1KHz:                            .02% 
¶ Dynamic Range:                                101 db 
¶ Efficiency:                                          Over 90%  
¶ Required Power Supply:                   +/- 60 to +/-75V 

Specifications:  

Features: 

Made in the USA 
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Class D Amps are very efficient and 
use half the energy of most other amps! 
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